
Bearing housing assembly 
for 3-piece screw

Reduce down-time and save on both parts 
and labor costs with our Hot Swap bearing 
assembly.  



Further reduce maintenance costs on 
Fuller-Kinyon™ pumps
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Hot swap assembly - discharge end

Hot swap assembly - drive end

Discharge end 
assembly

Drive end 
assembly

3-piece screw 
assembly

Maximize the benefits of the 3-piece 
screw in your Type M Fuller-Kinyon™ 
pumps by keeping Hot Swap bearing 
assemblies on the shelf. Having 
complete bearing assemblies readily 
available allows for the quickest 
replacement and shortest possible 
downtime for your F-K pump systems.

Each Hot Swap is a fully assembled 
unit complete with seals, bushings, 
bearings, and drive or stub shaft. The 
cost of each assembly is significantly 
less than buying the individual parts.  
The savings get even better when you 
factor in the reduced overall system 
downtime.

The typical removal, rebuild, and 
reassembly of a damaged bearing unit 
can take up to 7-10 hours, depending 
on the extent of damage to the 
original parts. With a Hot Swap 
available on the shelf, you can be up 
and running in approximately 3 hours. 

Once the new assembly is “swapped” 
onto the pump, you can rebuild the 
worn assembly when time allows. 
Either rebuild it yourself in a clean 
shop environment and place back on 
the shelf for next time; or send the 
damaged assembly to FLSmidth or one 
of our regional service centers, and let 
us do the rebuild for you.


